






6’’ BLOCK
4’’ BLOCK

 

Size (mm) 400 X 200 X 150

Density 1800

Water Absorb Less than 7%

1 Cubic Meter 83.33

1 Sq. Feet  1.16

1 Sq. Meter 12.5  

Strength More than 5 MPA

 

CONCRETE BLOCKS 
Concrete solid blocks are extremely 
durable and are well suited for 
general building work and are 
primarily used as load bearing 
walls.

PROPERTY 6’’ BLOCK

400 X 200 X 100

1800

Less than 7%

125

1.16

12.5

More than 5 MPA

4’’ BLOCK

TECHNICAL SPECIFICATIONS: 



PROPERTY 4” BRICK

Size (mm) 200 X 100 X 100

Density 1800

Water Absorb Less than 7%

1 Cubic Meter 833

1 Sq. Feet 4.64

1 Sq. Meter 50

Strength More than 5 MPA

4’’ BRICK

TECHNICAL SPECIFICATIONS: 

Our unit at Nagercoil is having automatic machine to produce standard brick size concrete 
blocks to replace the fly ash bricks or fired clay bricks. These concrete bricks are having 
uniform strength and free from cracks unlike fly ash bricks. Standard texture finish of these 
bricks provides an excellent surface for mortars, renders and plasters. 

CONCRETE BRICKS



WE DESIGING CONCRETE

RETAIL OUTLETS:

Podhigai
3/43-G, Philomi Nagar,
Adaikalapuram,
Tuticorin- 628217

Ph: 84380 44491

RX3 Experience centre 
Main Road, Nakkal Madam,
(Opp: Swami Masala)
Thirupathisaram,
Kanyakumari- 629 901

Ph: 84381 42764

RX3 Precast Factory
Near KR Crusher, Arasakullam,
Srivaikundam Taluq,
Tuticorin- 628 622

Podhigai Natural Resources Pvt Ltd,
20, Raj Nagar, NGO ‘A’ Colony, 
Tirunelveli-627 007.

Mr. Nathan, 99423 67651
Mr. Muthu, 84380 44490

Ph: 0462-2551445, 
Email: podhigainatural@gmail.com

GST: 33AAJCP2294B1ZN

HEAD OFFICE:

www.rx3.in

FACTORY:

WE DESIGN  CONCRETE

Ph: 84380 44492

RX3 Experience centre 
12, Devadass Nagar, Near Passport 
o�ce, South Bypass Road, Xavier 
Colony,Tirunelveli - 627 005


